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Purpose of Issue:

All dimensions to be verified on site by Main Contractor
before the start of any shop drawings or work
whatsoever either on their own behalf or that of
sub-contractors. Report any discrepancies to the
Contract Administrator at once. This drawing is to be
read with all relevant Architect's and Engineer's
drawings and other relevant information.
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Tender Issue

Ground Floor Ceiling

Existing concrete floor

Fire retardant paint applied to underside of existing
concrete floor

Gypframe MF7 Primary Support Channel fixed to
underside of existing concrete floor

Gypframe GAH2 Acoustic Hanger

Quick-Lock Grid Hanger or suspension wire (14
SWG) at 1200mm centers

Quick-Lock Grid Cross Tee 1200mm length at 600mm
centers

Grid Cross Tee 600mm length at 1200mm centers

Gypsum acoustic ceiling tiles

Ground Floor Ceiling

Existing concrete floor

Fire retardant paint applied to underside of existing
concrete floor

Gypframe MF7 Primary Support Channel fixed to
underside of existing concrete floor

Gypframe GAH2 Acoustic Hanger

Quick-Lock Grid Hanger or suspension wire (14
SWG) at 1200mm centers

Quick-Lock Grid Cross Tee 1200mm length at 600mm
centers

Grid Cross Tee 600mm length at 1200mm centers

Gypsum acoustic ceiling tiles

Ground Floor Ceiling

Existing concrete floor

Fire retardant paint applied to underside of existing
concrete floor

Gypframe MF7 Primary Support Channel fixed to
underside of existing concrete floor

Gypframe GAH2 Acoustic Hanger

Deep ceiling channel

uPVC Bathroom ceiling panel

Gypwall - 90mm Gypframe 'C' Stud and Gypframe
Acoustud.

250x250mm Concrete Beam

Suspended acoustic ceiling

2 Layers of plasterboard (1x12.5mm Gyproc FireLine
+ 1x12.5mm Gyproc SoundBloc

Resilient Bars to external and paty walls adjasent to
flats above

Gypframe 90 S 50 'C' Studs @ 600mm c/c

Gypframe 94 FEC 50 Channel fixed to floor and
existing steelwork @ 600mm c/c

75mm party wall mineral wool

Gypframe 90 S 50 'C' Studs @ 600mm c/c

2 Layers of plasterboard (1x12.5mm Gyproc FireLine
+ 1x12.5mm Gyproc SoundBloc

Pattressing required to walls with fittings and units
attached.

12.5mm plasterboard brought to underside of
concrete floor

Resilient bars fixed to concrete block

100mm concrete block

Resilient bars fixed to concrete block

12.5mm plasterboard - Gyproc SoundBloc

Provide moisture resistant plasterboard to wet areas.

Pattressing required to walls with fittings and units
attached.
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NOTE:
Please refer to drawing no.
329-22-8100 - Construction Notes
for specifications


